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COSMO 2B MAXI & 2BM 

Self-cleaning filter 

1 ½” (DN 40) 2” (DN50) 
 
 
 

 

 
Field of application 

The device has been designed to perform 

a drinking water filtration function, with 

semi-automatic cleaning. 

The device must be installed exclusively 

for the protection of systems and its 

components and in general where 

filtration for drinking water is required. The 

device has been designed to treat 

chemical-free drinking water. 

 
Operation 

The filter is a device designed for the 

filtration of drinking water from solid 

particles otherwise harmful to the system 

and all its components. The filtration 

cartridge inside is built so that the water 

can pass through a special filtration net 

and retain solid particles. The cartridge is 

cleaned manually with the opening of the 

drain valve and the rotation of an 

operating knob which, thanks to the 

mechanism, will move the filter body 

which will be brushed entirely on its 

external surface. 

 
Materials 

The materials used are resistant to water 

pressure within the limits established by 

the manufacturer, as well as to the 

chemical and corrosive agents typical of 

drinking water. The polymers chosen are 

of the highest quality available to 

guarantee the performances indicated in 

this technical data sheet, both in terms of 

potability and in terms of resistance to 

pressure. 

 
Prerequisites for installation 

The filter presents risks and damage 

caused by water. Carefully connect the 

fittings with the gaskets contained inside 

the package. 

Do not use other fittings between the 

water pipe and the filter. 

Carefully make sure that the seals are 

performed in a workmanlike manner 

before proceeding with testing. 

Make sure that the system has been 

performed in a workmanlike manner 

before installing the device. 

 
Installation 

The device must always be installed with 

a by-pass valve system to stop the flow of 

water in case of maintenance, repair or 

malfunction of the appliance. Provide a 

system capable of ensuring non-return 

from the plant. 

Always connect the drain hose connection 

by providing an anti-pollution 
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system according to the regulations in 

force in the country of installation. 

Carefully clamp the pipes with suitable 

systems to support the weight of the 

device. 

 
 
 
 
 
 
 
 
 
 
 
 

 
Technical data 

 

Flow rate nom. p 13- 15 

= 0,2 bar  m3/h   

p = 

0,5 bar  m3/h 

22 23 

Pressure nom. PN 16 bar PN 16 bar 

Filtration grade 100 micron 100 micron 

Max. water 

temperature 
30 °C 30 °C 

 
Certifications and approvals 

The device meets the requirements of the 

following standards: 

• Ministerial Decree 25/12 

• Ministerial Decree 174 of 06/04/2004. 

• UNI 8065: 2019 

• DVGW-W270 approved O-rings 

The materials used are suitable for use in 

drinking water. 

 
Maintenance 

The equipment requires regular periodic 

maintenance in order to ensure the 

minimum potability requirements. 
 

Box contents 

 
 

Filter, connection fittings with gasket, plugs 

with gasket, pressure gauges, drain valve 

with gasket, hose connection with gasket, 

manual

 
225 mm 

 
 
 
 

 
 
 
 

COMSO 2B MAXI Nominal connection diameter 
 DN40 DN50 
 Connection 
 1 ½” 2” 
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COSMO MAXI 2BM – automatic motor filter                                

 
Filter data are the same as Cosmo Maxi 

2B model, but it is equipped with 

professional electric 220 VAC Firšt motor 

with programable timer, synchronized EM 

valve for draining function and optional 

pressure drop function and battery. 

 

It is heavy duty unit but if the self-cleaning 

is needed more often than every 4 hours 

than install additional filter in parallel. 

 
 

 

  
 
 
General representative: 

 
 
 
Tehnofan d.o.o. 
Ilovški štradon 41a 

1000-Ljubljana 

info@tehnofan.si 

T:    01-4274 476 

M: 041-687 090 

 
 
 

Read the manual contained inside the package before installing 

the device 

____________________________ 

Contacts manufacturer 
Ecoterm snc 

Via Veneto, 20 

35044 Montagnana (PD) 

T 0429 81158 

info@ecotermitaly.it 

www.ecotermitaly.com 
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